
 

 

 

 



Electric Ball Valve AQSY FIRST 

Application  

Motorized electric ball valve AQSY FIRST is designed for automated control 
of water flows or other liquids and gases that are not aggressive to the 
materials of the valve. Can work in water supply systems, heating systems, 
water protection systems, heating systems or installations with 
automatically regulated liquid or gas flow. 

Specifications 

 

POWER SUPPLY VOLTAGE 12VDC 
OUTPUT TORQUE 7 Nm  
WORKING TIME 15 Sec/90° 
OPERATING TEMPERATURE -20°C + 130°C (valve)  

-20°C + 70°C (actuator) 

 

 

 

 

 

 

 

 

 

Actuator attachment to the ball valve 

The actuator is attached to the ball valve using a metal bracket. To do this, 
it is necessary to connect the electric drive and the ball valve by inserting 
the tap stem into the opening of the electric drive reducer, turn the electric 
drive housing relative to the ball valve so that the input holes for the 
bracket on the electric drive housing coincide with the grooves on the 
round platform of the crane. Next, insert the bracket as far as it will go, its 
ends should be in the opposite holes of the electric drive housing (slight 
effort may be required). 

 

 



Wiring diagram 

 

 

 

 

 

+U - Connect to 12V DC of power supply 

GND - Connect to 0V of power supply 

Control - Connecting the control wire (black) to GND closes the valve in 15s. 
Once the control wire shuts down, the valve opens in 15s. The actuator 
consumes energy only during opening and closing. 

Ground - Terminal connection to the ground system 

Warranty  

You should first read all instructions before attempting to use this product 

This 1 year limited warranty applies to repair or replacement of product 

found to be defective in material or workmanship/ This warranty does 

not apply to damage resulting from commercial, abusive, unreasonable 

use or supplemental damage. Defects that are the result of normal wear 

and tear will not be considered manufacturing defects under this 

warranty.  

 

AQSY SHALL NOT BE LIABLE FOR ANY LOSS OR DAMAGE OF ANY KIND, 

INCLUDING ANY INCIDENTAL OR CONSEQUENTIAL DAMAGES RESULTING, 

DIRECTLY OR 

INDIRECTLY, FROM ANY BREACH OF ANY WARRANTY, EXPRESS OR 

IMPLIED, OR ANY OTHER FAILURE OF THIS PRODUCT. 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

Need help? 

Web: www.aqsy.com.ua 

Tel.:       +38 067 347 40 50 

 

 

 

http://www.aqsy.com.ua/

